
Terminal Lug Size Chart: Find the Right Fit for Your Cables
This chart helps you match common wire gauges to appropriate terminal lug stud sizes and provides typical maximum amperage ratings for copper conductors.

Picking the right lug size is crucial for safe and reliable electrical connections.

22 AWG #4, #6 7A

20 AWG #4, #6 11A

18 AWG #6, #8 14A

16 AWG #6, #8 18A

14 AWG #8, #10 25A

12 AWG #8, #10, 1/4" 30A

10 AWG #10, 1/4" 40A

8 AWG 1/4", 5/16" 55A

6 AWG 5/16", 3/8" 75A

4 AWG 3/8", 7/16" 95A

2 AWG 3/8", 1/2" 130A

1 AWG 1/2" 150A

1/0 AWG 1/2", 5/8" 170A

2/0 AWG 1/2", 5/8" 195A

3/0 AWG 5/8", 3/4" 225A

4/0 AWG 5/8", 3/4" 260A

250 kcmil 3/4", 7/8" 290A

300 kcmil 3/4", 7/8" 320A

350 kcmil 7/8", 1" 350A

400 kcmil 7/8", 1" 380A

500 kcmil 1", 1 1/4" 430A

600 kcmil 1", 1 1/4" 485A

750 kcmil 1 1/4", 1 1/2" 560A

1000 kcmil 1 1/4", 1 1/2" 665A
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WIRE GAUGE (AWG/KCMIL) RECOMMENDED STUD SIZE MAX AMPERAGE (75°C COPPER)
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